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Technical parameters SOLL GP-101 SOLL GP-101H SOLL GP-333 SOLL GP-333E | SOLL GP-333A SOLL GP-369
Power 4 5A/1PH/200- 4.5A/1PH/200- 14A/1PH/200- 14A/1PH/200- 20A/1PH/200- 27A/3PH/200-
240v 50/60Hz 240v 50/60Hz 240v 50/60Hz 240v 50/60Hz 240v 50/60Hz 240v 50/60Hz
Max. Power 1*1000W 1*1000W 3*1000W 3*1000W 3*1500W 6*1000W
Control Manual Manual Automatic Manual Automatic Automatic
Temperature 60°C-100°C 60°C-100°C 60°C-100°C 60°C-100°C 60°C-100°C 60°C-100°C
Drying surface 60*40 cm 60*40 cm 100120 cm 100*120 cm 100*120 cm 200120 cm
Drying distance 40-60 cm 40-60 cm 40-60 cm 40-60 cm 40-60 cm 40-60 cm
Length of wire 3m 3m 3m 3m 3m 3m
Adjustable height of the dryer 25 -160 cm Unlimited 15-250 cm 15-250 cm 18 — 255 cm 15-250 cm
Drying time
Filler/Primer 3 -5 min 3-5min 3 —-5min 3 —5min 2 —4 min 3 -5 min
Putty (first lyer) 4 — 7 min 4 — 7 min 3 -6 min 3 -6 min 3-8 min 3 -6 min
Putty (second lyer) 6 — 9 min 6 — 9 min 5—-8 min 5—-8 min 5—-10 min 5—-8 min
Paints 11 — 16 min 11 — 16 min 10 — 15 min 10 — 15 min 4 —12 min 10 — 15 min
Clearcoat 11 - 16 min 11 - 16 min 10 = 15 min 10 — 15 min 4 — 12 min 10 — 15 min
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